
61
For further information visit www.gradusworld.com or contact Gradus Customer Support on 01625 428922

for product and technical enquiries or sample requests

Information on Sanparrel PVC-u protective sheet covering standard products: sheet, rubrails and 
kickplates.  Details on the bespoke services of cutting and forming can also be found in this section.
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Sanparrel™

typical causes of damage

description
Sanparrel

™
   PVC-u sheet is designed to work as a stand 

alone product or as part of the InPro range (see pages 

14 to 41) for a complete protection solution.  Sanparrel 

provides a durable and protective layer in a vast selection 

of colours to complement any interior environment, 

ranging from Education, Healthcare and Pharmaceutical 

to Retail, Commercial Office, Hospitality and Leisure.

the versatile solution
Sanparrel can be used in sheet form for total wall protection, or can 
be cut and formed to create a range of design solutions. Sanparrel 
can be cut into Rubrails and Kickplates or into bespoke designs and 
corporate logos. Through forming Sanparrel, a range of profiles can 
be produced including bespoke corner guards, column guards or 
door edge and door frame protectors.

Combine Sanparrel PVC-u sheet with corner guards (see pages 36 to 41) 
and wall guards (see pages 26 to 31) for a systems approach to protection 

at all points of impact.

Sanparrel products provide sufficient protection against medium 
to heavy impact.

Sanparrel products can be combined with Gradus InPro wall 
guards to provide severe duty protection against the causes 
of damage shown above.
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Sanparrel™

why use Sanparrel™ ?

performance

aesthetics

service

•	 Sanparrel requires minimum maintenance and reduces the need to 
	 re-paint and repair wall surfaces, therefore minimising disruption and 
	 improving the life cycle of the interior. 

•	 Functional and easy to clean, Sanparrel provides a protective layer to 
	 existing wall surfaces which resists everyday scratches and scrapes, 
	 ensuring appearance retention is optimised.

•	 Sanparrel ensures durability in areas exposed to damage from pedestrian 
	 and wheeled traffic. 

•	 Through coloured and textured PVC-u conceals the effects of impact 
	 and abrasion.

•	 Sanparrel PVC-u sheet has been tested in accordance with 
	 EN ISO 11925-2:2002 and EN 13823:2002 and classified according 
	 to EN 13501-1:2002 as - Reaction to Fire classification:  B - s3, d0.

•	 Resistant to chemicals, bacteria and fungal growth (see page 80). 

•	 Quick and easy to install. 

•	 Sanparrel offers a total solution to bespoke requirements.

•	 Sanparrel is available in 18 standard colours providing design solutions 
	 for virtually any interior scheme (see page 64).

•	 Sanparrel provides design flexibility with the versatility of cutting around 
	 windows, ledges or edges, as well as cutting into bespoke designs to suit 
	 customer requirements (see page 67). 

•	 Sanparrel can be formed into bespoke profiles for corners and columns 
	 or door edge and door frames, harmonising with the rest of the interior 
	 scheme (see page 67).  

•	 Sanparrel can assist in achieving colour contrast for critical surfaces 
	 to meet guidelines in BS8300:2009 and Approved Document M (2004), 
	 helping specifiers to meet their duties under the DDA (see pages 70 to 74).  
	 For example, door furniture such as kickplates and pushplates should be 
	 sufficiently different in colour to the door (see page 64 for LRV values).

•	 Made-to-order service of cutting and forming into bespoke designs and  
	 protection profiles (see page 67). 

•	 A 24 hour sample service is available by contacting Gradus 
	 Customer Support.

rapid response

Sanparrel sheet is available in all 18 
standard colours (see page 64 for details)  
on the Rapid Response programme on a  
24 hour lead time. 
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Sanparrel colour availability

Sanparrel PVC-u sheet is available on the Rapid Response programme in 18 colours on a 24 hour lead time. Sanparrel rubrails, kickplates and  
pushplates are produced from stocked Sanparrel sheet and production lead times may apply. Lead times can be checked with the Sales Order  

Department on 01625 428922 prior to ordering.

Light Reflectance Values (LRVs) - all Gradus InPro wall protection colours have been measured for light reflectance and the value is given below each colour.  
An LRV is a value given to a surface to denote the amount of light reflected, and can be used to measure colour and contrast in products/surfaces to determine 
whether or not a suitable contrast has been achieved between surfaces.

In order to achieve a suitable contrast between different surfaces, Project Rainbow and Approved Document M (ADM) 2004 of The Building Regulations 2000 
recommend that there is at least a 30 point difference in the LRVs of the two surfaces.

The LRVs of all Gradus wall protection colours have been measured in accordance with the new British Standard BS8493:2008 using the CIE Y value, and full 
test reports are available on request.

What do the colour & contrast guidelines mean for specifying Sanparrel?

ADM 2004:   ‘All door opening furniture contrasts visually with the surface of the door.’ (See pages 70 and 72 for further details).

Colour, Contrast & Perception (Project Rainbow):   ‘Finger plates and kick plates on doors should be sufficiently different in colour to the door.’

LRV: 73.39  NCS: 1005 - Y10R

LRV: 68.95  NCS: 1010 - Y40R

LRV: 35.79  NCS: 4010 - Y30R

LRV: 34.51  NCS: 2040 - B

LRV: 46.17  NCS: 3010 - Y50R

LRV: 34.45  NCS: 3502 - G

LRV: 53.18  NCS: 2005 - Y60R

LRV: 18.68  NCS: 5020 - B50G

LRV: 10.36  NCS: 6020 - R80B

LRV: 53.29  NCS: 2020 - B

LRV: 14.34  NCS: 5020 - R

LRV: 82.77  NCS: 1002 - B

Arctic 101

LRV: 19.12  NCS: 6005 - R80B

Pewter 107

LRV: 50.92  NCS: 2500 - N

Birch 151

LRV: 28.83  NCS: 3030 - R90B

Lupin 132

LRV: 35.76  NCS: 4010 - B90G

Willow 187

LRV: 71.61  NCS: 1020 - Y10R

Chamomile 232

Muslin 103

Wheat 109

Hessian 118

Harebell 245

Daybreak 115

Dolphin 106

Flax 113

Sherwood 125

Admiral 165

Seaspray 262

Rose 149

LRV: 17.06  NCS: 5020 - R70B

Amethyst 171

Note:	 Due to the limitations of the printing process, colours within this brochure should not be relied upon for colour matching. 
	 An accurate colour match can only be achieved by requesting the relevant product sample(s) from Gradus Customer Support on 01625 428922.
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Sanparrel™ sheet

Sanparrel
™

  can be used in sheet form for total protection on walls, generally installed to dado rail height.   

Also suitable for a wide range of applications including doors, counters and many other surfaces.  A range of 

trims is available to provide a neat finish and to allow for minor expansion and contraction.  The range includes top caps, 

divider bars and inside corners (as illustrated below).  As an alternative Vinylseal, a colour matched decorative filler, can 

also be used.

Sanparrel™ sheet

Sanparrel is available in a standard sheet size of 1.22m x 2.44m and 1.5mm thickness.

Code Description Size / Length

406 1.5mm Thick Sheet * 1.22m x 2.44m *

407 Top Cap

2.44m408 Divider Bar

409 Inside Corner

580 Vinylseal Caulk per tube (310ml)

Sanparrel PVC-u Sheet, Finishing Trims and Accessories

* Special sizes available subject to quantity and lead times.

Sanparrel sheet and trims are available on a 24 hour 
lead time in 18 standard colours shown on page 64.

Note:	Vinylseal Caulk 
is NOT suitable for 
wet areas.
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Impervious joints - a suitable proprietary mastic can be used 
to form an impervious joint where material is likely to come in 
to direct contact with water 
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Sanparrel™ kickplates & pushplates

Sanparrel™ rubrails

Sanparrel™ the products

Sanparrel
™

 kickplates and pushplates provide protection to doors from damage such as scrapes and dents 

caused by wheeled and general traffic.  Cut from Sanparrel sheet, these products are 1.5mm thick, produced 

to individual size requirements and bevelled on the edges to provide a smooth and safe finish.

Sanparrel
™

 rubrails are cut from sheet material and bevelled on the top and bottom edges for a smooth and 

neat finish. This product can be used to provide a cost effective solution to protect entire wall lengths or 

surfaces exposed to impact or abrasion. 

Sanparrel door protection products can be cut into shapes such as curves and bespoke 
designs, offering an alternative to traditional kickplates and pushplates. 

The vast colour choice can assist in achieving colour contrast for critical features and 
allows door opening furniture such as kickplates and pushplates to be sufficiently 
contrasted in colour to the door, helping to meet guidelines in Approved Document M 
(2004) (see pages 70 to 71). 

Kickplates can be supplied with or without factory applied adhesive.

Rubrails can also be produced to bespoke designs through the 
versatility of cutting, using a selection of colours to create a chosen design (see page 67).

Supplied in 1.5mm thickness and 2.44m lengths, rubrails are available in standard 
heights* of 100mm to 1200mm in 50mm increments.

Sanparrel PVC-u Rubrails

Code Description Size / Length

R6 1.5mm Thick
2.44m length

Heights available from 100mm to 
1200mm in 50mm increments * 

* Special heights are available on request.

Wall strips are an alternative 
option to rubrails (see page 32).  

Rubrails are produced from Sanparrel sheet stocked in 18 standard 
colours shown on page 64.  Lead times may apply - check with the  
Sales Order Department on 01625 428922.

Code Description Size / Length

K6 1.5mm Thick without adhesive Available any size up 
to maximum size 

1220mm x 2440mmK6A 1.5mm Thick with adhesive

Sanparrel PVC-u Kickplates and Pushplates 

Kickplates and Pushplates are produced from 
Sanparrel sheet stocked in 18 standard colours shown 
on page 64.  Lead times may apply - check with the 
Sales Order Department on 01625 428922.

When ordering kickplates and pushplates, height and width 
dimensions must be indicated.

Kickplates are also available in stainless steel (see page 56).
For further door protection products see pages 42 to 44.  

For installation guidelines see page 79.
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Sanparrel
™

  offers the ultimate in design flexibility through the versatility of forming or cutting into bespoke profiles or 

designs, allowing functionality to be combined with aesthetics, offering an endless range of design possibilities.
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Sanparrel™ cutting and shaping

Sanparrel™ bespoke design solutions

cutting

why not specify… …	a corporate logo on kickplates in the reception area of an office?

…	themed rubrails in a hotel corridor complementing the interior scheme?

…	a bright design on a canteen wall to create a vibrant environment whilst  
	 providing a hygienic, protective finish?

The varied colour palette allows for the selection of any combination of colours to complement a corporate image, logo, signage or bespoke design. 

•	 Leicester Royal Infirmary children’s A&E department used Sanparrel kickplates in the design of paw prints to brighten up the ward and create a fun 
	 environment (see top picture of page 66).

For lead times or quotations contact Gradus Technical Services on 01625 428922.

Educate and protect
Colours: Admiral 165 & Arctic 101

Create decorative & functional signage
Colours: Lupin 132 & Chamomile 232

forming

Sanparrel is a versatile product that can be formed into a variety of profiles.   
The most frequently used profiles are ‘U’ and ‘L’ shapes.  ‘U’ profiles can be used for 
column protection or protection to exposed wall edges, whilst ‘L’ profiles can be used  
as bespoke corner guards, door edge and door frame protectors.  The installation of  
the profiles improves aesthetics, minimises the effects of damage and reduces ongoing 
repair and maintenance costs. 

Bespoke profiles can be selected in colours that contrast with the interior décor to  
help meet guidelines in Approved Document M (2004) (see pages 70 to 71).   
The bespoke protection profiles are produced to size and are available in the  
Sanparrel colour range (see page 64).

For lead times or quotations contact Gradus Technical Services on 01625 428922. ‘L’ shaped profiles

Note: Profiles can be produced to any size up to standard sheet dimensions. (Maximum height 2.44m)

Certain restrictions apply when forming returns. Contact Gradus Technical Services for details.
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RIBA Approved CPD seminars
• Stair Edgings	 • Wall Protection	 • Skirtings & 
• Barrier Matting	 	    Transition Strips

call: 01625 428922 for more details

Now updated to include current legislation  
& guidance.
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